TempShield™ is a technologically advanced insulation material ideal for new construction or retrofit installation in residential,
commercial, industrial, metal buildings and post frame buildings. Our products are recognized for their thermal performance,
easy installation, versatility, price and environmental friendliness.

BENEFITS OF TEMPSHIELD™:

Convenient Roll Sizes, Reflects 97% of Radiant Energy, Cost Efficient, Non-Toxic/Non-Carcinogenic, Quick and Easy Installation,

Class A/Class 1 Fire Rating, Inhibits Dew Point C:

d

tion Problems, No Protective Clothing Required for Installation, Great

Vapor Barrier, Does Not Promote Nesting of Insects or Rodents, Does Not Compress, Collapse or Disintegrate, Fully Tested

Temperature Range:

Nominal Thickness:

Weight:

Flame Spread Index (ASTM E 84):
Smoke Developed Index (ASTM E 84):
Fire Rating:

Linear Shrinkage:

Reflectance (IR):

Water Vapor Transmission (ASTM E 96):

Puncture Resistance:
Mold and Mildew:
Surface Emittance:
Tensile Strength:
Pliability:

Hot Surface Performance:

Double Bubble
Foil Both Sides:

-60 degrees to 180 degrees F
5/16 inch (.312)
1.25 0z./sq. ft.
20

30

Class A/Class 1
None

97%

0.02

60 Ib./in.

No Growth

0.03

3.7 N/mm

No Cracking
Passed

Double Bubble Foil One Side/
White Poly One Side:

-60 degrees to 180 degrees F
5/16 inch (.312)
1.25 0z./sq. ft.
75

35

Class C/Class 3
None

97% (foil side)
0.02 Perms

60 Ib./in.

No Growth

0.03 (foil side)
3.7N/mm

No Cracking
N/A







